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CHARACTERISTIC SPECIFICATION TEST METHOD
Assay, % (dry basis) 99.5 min. Gas Chromatography
Water, wt. % 0.50 max. ASTM D-1364
Color, APHA (Pt-Co) 5 max. ASTM D-1209
Specific Gravity, 20/20 °C 0.7910 - 0.7930
Distillation Range

Overall, °C 1 max. ASTM D-1078

IBP, °C 56.1 max.

FBP, °C 56.2 min.
Acidity, wt. % (as acetic acid) 0.002 max. ASTM D-1613
Alkalinity, wt. % (as ammonia) 0.001 max. ASTM D-1614
Suspended Matter Substantially Free ASTM D-5907
Methanol, ppm 500 max. Gas Chromatography
Permanganate Test, 25 °C., hrs. 2.0 min. ASTM D-1363
Nonvolatile Matter, g/100ml 0.001 max. ASTM D-1353
Appearance Clear, colorless liquid Visual
Solubility in Water Pass ASTM D-1722
Aldehydes Pass ASTM D-329-99
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Interstate Chemical Company, Inc. disclaims any liability in connection with the use of the above information,
and does not warrant against infringement by reason of this product being used in combination with other materials or in
any process. All testing procedures are referenced in ASTM D-329.
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